model Free Flo™/ProJet™ featuresat a glance

Architectural Linear Slot Diffusers

MOUNTING TYPE

(S TYPE - SURFACE MOUNT

(EXPOSED FRAME) SLOT WIDTH
[ FREE-FLO - LINEAR WIDE SLOT (A CM TYPE - CONCEALED 1" sLoT
e ol | Greeior
[ PRO-JET - LINEAR WIDE SLOT > ( < Q2" sLoT
BOARD INSTALLATION)

ET DIFFUSER .
! us (ABF TYPE - BEVELED d2-1/2" sLoT,
IFFR - RETURNUNITS SURFACE PLASTER FRAME Qs sLoT

X TYPE - CORNER OFFSET
FRAME (FREE FLO ONLY)
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NUMBER OF SLOTS
(J1 sLoT [d3 SLOTS
(d2 sLoTs [J4 SLOTS

12" TO 120" SINGLE PIECE
CONSTRUCTION

L1 END CAPS ON BOTH ENDS OF PIECE

[JEND CAP ON ONE END - PART OF
CONTINUOUS RUN

[LINO END CAPS - CENTER PIECE OF
CONTINUOUS RUN

[JLAY-IN T-BAREND CAPS
[LJFACE MITER
[ STACK MITER

EQUALIZING DEFLECTOR
[ NONE

[JMODEL ED EQUALIZING
DEFLECTOR

[ EGGCRATE STRAIGHTENER

[JARCTIC WHITE

(L1 OPTIONAL ANEMOSTAT COLOR
[ CUSTOM COLOR MATCH

I MILL FINISH

[ NATURAL ANODIZED

A Anemostat .



